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aktywnych, przy uzyciu funkcji przelqczania wybiera si? nast?pny lub poprzedni kanal 
nalez^cy do aktualnie aktywnej grupy i sygnalem steruj^cym przei^cza si? dekoder na ten 
kanal. 

7. Sposob wedhig zastrz. 6, znamienny tym, ze do grupy kanalow nalez^cych do grup 
aktywnych dol^cza si? kanaly nie przyporz^dkowane do zadnej grupy. 

8. Sposob wedhig zastrz. 6, znamienny tym, ze sygnalem steruj^cym rownoczesnie 
przelqcza si? na odbior okreslonego kanahi i wyswietla si? na ekranie odbiomika nazw? 
grupy, do ktorej ten kanal naiezy. 
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Zastrzezenia patentowe 

1. Sposob przelejczania kanalow w odbiomiku, zwlaszcza odbiomiku telewizji cyfrowej, w 
ktorym kanaJom przyporzqidkowane grupy, znamienny tym, ze wybiera si? r?cznie kanal, 
przel^cza si? na odbior wybranego kanahi, sygnalem sterujqcym dezaktywuje si? poprzednio 
aktywnq, grup?, aktywuje si? grup? przyporz^dkowan^wybranemu kanalowi, a nast?pnie przy 
uzyciu funkcji przel^czania wybiera si? nast?pny lub poprzedni kanal, po czym wyszukuje si? 
nast?pny lub poprzedni kanai nalez^cy do aktualnie aktywnej grupy i sygnalem steruj^cym 
przet^cza si? odbiomik na odbior tego kanahi. 

2. Sposob wedhig zastrz. 1, znamieimy tym, ze okresla si? typ grup, ktore maj^ bye 
aktywowane, wybiera si? r?cznie kanal, a nast?pnie dezaktywuje si? wczesniej czynn^ grup?, 
aktywuje si? grup? okreslonego typu przyporz^dkowan^ wybranemu kanalowi. 

3. Sposob wedhig zastrz. 1, znamienny tym, ze wybiera si? r?cznie kanai, tworzy si? list? 
grup, z ktorej to listy wybiera si? stosownie do aktualnych potrzeb grup? przeznaczonet do 
aktywacji. 

4. Sposob wedhig zastrz. 1 albo 2 albo 3, znamienny tym, ze do grupy kanatow nalez^cych 
do grup aktywnych dol^cza si? kanaly nie przyporz^dkowane do zadnej gmpy. 

5. Sposob wedhig zastrz. 1 albo 2 albo 3, znamienny tym, ze sygnalem steruj^cym 
rownoczesnie przel^cza si? na odbior okreslonego kanahi i wyswietla si? na ekranie 
odbiomika nazw? gmpy, do ktorej ten kanai nalezy. 

6. Sposob przel^zania kanalow w odbiomiku, zwlaszcza odbiomiku telewizji cyfrowej, w 
ktorym kanalom przyporz^dkowane sq, gmpy, znamienny tym, ze okresla si? list? gmp 
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Wybor opcji funkcji przel^czania P- (przet^czenie na poprzedni kanal) powoduje 
odczytanie listy aktywnych grup. Nastqpnie, w tablicy grupowania kanalow, wyszukany 
zostaje wstecz poprzedni kanaJ, ktory przyporz^dkowany jest do co najmniej jednej z grup 
znajdujEjcych si? na liscie grup aktywnych. W przypadku, gdy procedura wyszukujqca dojdzie 
do poczqtku listy grupowania kanaldw, kontynuuje wyszukiwanie wstecz od jej konca. Po 
odnalezieniu poszukiwanego kanahi, odbiomik przei^cza si? na odbior tego kanahi. 

W sposobie wedhig wynalazku sygnalem steruj^cym rownoczesnie przet^cza si? na 
odbior okreslonego kanahi i wyswietla si? na ekranie odbiomika nazw? grupy, do ktorej ten 
kana} nalezy. 

Jakkolwiek sposob przel^czania kanalow w odbiomiku opisano w powi^^aniu z 
kanalami telewizji cyfrowej, to jednak nadaje si? on rowniez do stosowania w innych 
systemach, w ktorych obshigiwane sq. kanaly b^dz serwisy przyporz^dkowane do grup 
niezaleznie od iiczby grup, ich pogrupowania tematycznego i chronologii. Przykladowo, 
mogq. to bye odbiomiki telewizji analogowej bqdz odbiomiki radiowe lub telefony 
komorkowe z wyswietlaczem cieklokrystalicznym. 

Wyzej podane szczegotowe opisy poszczegolnych czynnosci, ktore umozliwiaj£|. 
realizacj? sposobu przet^czania kanaiow w odbiomiku, wedhig wynalazku, nie powinny bye 
interpretowane jako ograniczaj^ce ide? wynalazczq. odmian sposobow i dla znawcy, z 
dziedziny przet^czania kanaiow w odbiomiku, jest oczywiste, ze opisane odmiany sposobow 
mog% bye poddane wielu modyfikacjom, dostosowaniom lub rownowaznym realizacjom, 
ktore nie b?d^zbyt odlegie od ich charaktem technicznego i nie doprowadz^^ do umniejszenia 
osi^anych przez nie efektow technicznych. 

mgr DOgdan Rokicks 
rzecznik patentowy 
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wi?cej grup. Na podstawie opcji okreslonych w menu odbiomika jest okreslany typ grup, 
ktore maj^byc aktywne, na przykiad jedynie grupa j?zykowa (fig. 3). Po przet^czeniu si? na 
wybrany kanaJ, procedura automatycznie okresla typ grup, ktore mog^ bye aktywowane (co 
zostaJo uprzednio ustawione w opcjach menu). Nast?pnie odczytuje si? grup? tego typu, 
przyporz^dkowan£|. wybranemu kanatowi. T? grup? ustawia si? jako aktywn% jednoczesnie 
anuluj^c aktywacj? dotychczas aktywnej grupy. 

Opcja procedury przel^czania kanalow w odbiomiku w trybie pojedynczej grupy o 
zmiennym typie polega na okresleniu grupy, ktora ma bye ustawiana jako grupa aktywna. 
Wybor odpowiedniej grupy dokonywany jest na podstawie listy wyswietlanej na ekranie 
odbiomika, na ktorej podane s^ nazwy poszczegolnych gmp. Przy wybieraniu nowego 
kanahi, poprzez r?czne podanie jego numeru, sprawdza si? czy kanaJowi przyporz^dkowana 
jest jedna czy wi?cej grup. Jesli kanalowi przyporz^dkowana jest jedna grupa, to sygnalem z 
przel^cznika ustawia si? jq, jako grup? aktywn^. Jesli kanalowi przyporz^dkowane jest wi?cej 
gmp, to z wyswietlonej na ekranie listy gmp wybiera si? jednq, gmp? , ktonj. aktywuje si? 
(fig.4) 

Kolejny wariant sposobu przel^czania kanalow w odbiomiku charakteryzuje si? 
przelstczaniem w obr?bie ustalonego zbiom gmp. Polega to na tym, ze przy uzyciu fimkcji 
przel^czania P+/P- moze bye ustalona zawartosc listy gmp w postaci kilku gmp o roznych 
typach . Przykladowo, lista ta moze bye okreslona za pomoc^ konkretnej zmiennej w panii?ci 
o zawartosci tresciowej 

gmpy_aktywne = {angielski, polski, muzyka, wiadomosci, sport} 
Przy uzyciu fimkcji przelqczania P+/P- pomijane s% kanaly, ktorym nie zostala 
przyporz^dkowana zadna z ustalonych gmp. Wybranie dowolnego kanahi moze bye 
dokonane poprzez r?czne wprowadzenie jego numem (fig. 5). R?czny wybor kanahi 
powoduje przejscie na wybrany kanal - jednak nie zmienia to ustawien aktywnych gmp. 

Wybor opcji funkcji przelqczania P+ (przel^czanie na nast?pny kanaJ) powoduje 
odczytanie listy aktywnych gmp. Nast?pme, w tablicy gmpowania kanaldw, wyszukany 
zostaje w przod nast?pny kanal, ktory przyporz^dkowany jest do co najmniej jednej z gmp 
znajduj^cych si? na liscie gmp aktywnych. W przypadku, gdy procedura wyszukuj^ca dojdzie 
do konca listy gmpowania kan^ow, kontynuuje wyszukiwanie w przod do jej poczqtku. Po 
odnalezieniu wyszukiwanego kanahi, odbiomik przel^cza si? na odbior tego kanahi. 
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ktorym fig. 1 przedstawia diagram podstawowych czynnosci, ktorymi jest realize wane 
przel^czanie kanalow w odbiomiku, fig. 2 - diagram czynnosci w procedurze przeznaczonej 
dla systemu, w ktorym kazdemu kanalowi jest przyporz^dkowana tylko jedna grupa, fig. 3 - 
diagram czynnosci w procedurze obshiguj^cej pojedyncz^ grup? o ustalonym typie, fig. 4 - 
diagram czynnosci w procedxirze obshiguj^cej pojedyncz^ grup? o zmiennym typie, fig. 5 - 
diagram czynnosci w procedurze obshiguj^cej ustalony zbior grup. 

Jezeli kazdemu kanalowi przyporz^dkowana jest tylko jedna grupa, to procedure 
przel^czania kanalow rozpoczyna si? od r?cznego wprowadzenia numeru konkretnego 
kanahi, stosownie do wymogow xizytkownika. Sygnalem steruj^cym odbiomik zostaje 
przel^czony na odbior wybranego kanahi. Z pami^ci odczytywana jest grupa 
przyporz^dkowana temu kanalowi. Grupa ta ustawiana jest jako grupa aktywna. W tym 
momencie grupa, ktora wczesniej byla grupq. aktywnq. zostaje dezaktywowana i jednoczesnie 
aktywuje si? grup? przyporz^dkowan^ wybranemu kanalowi. Uzycie funkcji przel^czania 
P+/P- na nast^pny lub poprzedni kanal powoduje wyslanie sygnahi sterujqcego, ktory poci^ga 
za sob% wyszukanie nast?pnego lub poprzedniego kanahi nalez^cego do aktualnie aktywnej 
grupy i nast?puje przel^czenie odbiomika na odbior tegoz kanahi (fig. 2). 

Przechowywana w pami?ci informacja o grupie aktjovnej moze miec postac 

grupa_aktywna = {sport} 

Jezeli uzytkownik wybral opcj? funkcji przei^czania Ph- (przel^czanie na nast^pny 
kanal), to procedura automatycznie odczytuje aktualnie aktywnet grup?. Nast?pnie, w tablicy 
gnipowania kanalow, wyszukuje w przod nast?pny kanal, ktory przynalezy do tej grupy. 
Jezeli przy wyszukiwaniu dojdzie do konca tablicy, kontynuuje wyszukiwanie w przod od jej 
pocz^tku. Po odnalezieniu odpowiedniego kanahi przel^cza odbiomik na jego odbior. 

Jezeli uzytkownik wybral opcj? funkcji przei^czania P- (przel^czenie na poprzedni 
kanal), to procedura automatycznie odczytuje aktualnie aktywnq. grup?. Nast?pnie, w tablicy 
gnipowania kanalow, wyszukuje wstecz poprzedni kanal, ktory przynalezy do tej grupy. Jesli 
przy wyszukiwaniu dojdzie do pocz^tku tablicy gnipowania kanalow, kontynuuje 
wyszukiwanie wstecz od jej konca. Po odnalezieniu odpowiedniego kanahi, przel^za 
odbiomik na odbior tego kanahi. 

Opcja procedury przel^czania kanalow w odbiomiku w trybie pojedynczej grupy o 
ustalonym typie moze bye uzyta, kiedy jednemu kanalowi przyporz^dkowana jest jedna lub 
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r?cznie kanal, sygnalem steruj^cym przel^cza si? odbiomik na odbior wybranego kanafu, a 
nast?pnie dezaktywuje si? poprzednio aktywn^ grup?, aktywuje si? grup? okreslonego typu 
przyporz^dkowan^ wybranemu kanaJowi. 

Korzystnym jest, ze wybiera si? r?cznie kanal, tworzy si? list? grup 
przyporz^dkowanych temu kanatowi, z ktorej to listy wybiera si?, stosownie do aktualnych 
potrzeb, grup? przeznaczon^do aktywacji. 

Korzystnym jest, ze do grupy kanalow nalez^cych do grup aktywnych dol^cza si? 
kanaly nie przyporz^dkowane do zadnej grupy. 

Korzystnym jest, ze sygnalem steruj^cym rownoczesnie przel^cza si? na odbior 
okreslonego kanahi i wyswietla si? na ekranie odbiomika nazw? grupy, do ktorej ten kanal 
nalezy. 

Odmiana sposobu przeteiczania kanalow w odbiomiku, zwlaszcza bdbiomiku 
telewizji cyfrowej, w ktorym kanalom przyporz^dkowane grupy, wedhig wynalazku, 
charakteryzuje si? tym, ze okresla si? list? grup aktywnych, przy uzyciu flinkcji przel^czania 
wyszukuje si? nast?pny lub poprzedni kanal nalez^cy do grupy z listy grup aktywnych i 
sygnalem steruj^cym przel^jcza si? odbiomik na ten kanal. 

W korzystnym wariancie odmiany sposobu do grupy kanalow nalez^cych do grap 
aktywnych dol^cza si? kanaly nie przyporz^dkowane do zadnej grupy. 

W korzystnym wariancie odmiany sposobu sygnalem stemj^cym rownoczesnie 
przel^cza si? na odbior okreslonego kanahi i wyswietla si? na ekranie odbiomika nazw? 
gmpy, do ktorej ten kanal nalezy. 

Dwie odmiany sposobu przel^czania kanalow w odbiomiku, wedhig wynalazku, 
przyczyniaj^ si? do uproszczenia obshigi aktywowania grup tematycznych, j?zykowych lub 
innych. W sposob wygodny dla uzytkownika jedna lub wi?cej grup, przyporz^dkowanych 
kanalom w odbiomiku, moze bye ustawiana jako grupy aktywne. Latwa jest procedura 
przel^czania mi?dzy grupami kanalow o scisle okreslonej tematyce lub o scisle okreslonym 
j?zyku. Zastosowanie fiinkcji przel^tczania P+/P- powoduje przel^czanie si? jedynie w 
obr?bie aktywnej grupy kanalow, z poniini?ciem kanalow, ktore do tej grupy nie nalezy Poza 
tym przedstawiony sposob znacznie ulatwia procedur? aktywacji grup i przelqczania si? 
mi?dzy kanalami nalezqcymi do grapy aktywnej. 

Przedmiot wynalazku, w przykladach wykonania^ jest odtworzony na rysunku, na 
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Sposob przel^czania kanatow w odbiomiku, 
zwlaszcza odbiomiku telewizji cyfrowej 

Przedmiotem wynalazk^ j^st sposob przel^czania kanalow w odbiomiku, zwlaszcza 
odbiomiku telewizji cyfrowej, w ktoiym to odbiomiku poszczegolnym kanaiom 
przyporz^dkowane sq. gmpy tematyczne, j?zykowe iub inne. 

Z opisu wynalazku polskiego zgtoszenia wynalazku P-3 56982 znany jest sposob 
przyporz^dkowywania kanaiom fizycznym odbieranym przez dekoder telewizji cyfrowej 
numerow kanaiow logicznych. W sposobie tym kanaly przyporz^dkowuje si? do gmp 
j?zykowych. Infomaacj? o przynaleznosci kanahi do gmpy wykorzystuje si? jedynie do 
ustalania numeracji kanalow logicznych. 

Sposob obshigi list i podlist kanalow dost^pnych w multimedialnym dekoderze wizji 
opisany jest w amerykaiiskim opisie patentowym US 6182287. W przedstawionym w tym 
opisie patentowym sposobie przejscie z jednej listy tematycznej na inn^ wymaga dokonania 

wybom odpowiedniej funkcji z menu. 

Sposob przel^czania kanalow w odbiomiku, zwlaszcza odbiomiku telewizji cyfrowej, 
w ktorym kanaiom przyporz^dkowane sq, gmpy, wedhig wynalazku, charakteryzuje si? tym, 
ze wybiera si? r?cznie kanal, sygnalem stemj^cym przelqcza si? odbiomik na odbior 
wybranego kanatu, dezaktywuje si? poprzednio aktywn^ gnip?, aktywuje si? gmp? 
przyporz^dkowan% wybranemu kanalowi. Nast?pnie przy uzyciu ftmkcji przeletczania na 
nast?pny lub poprzedni kanal wyszukuje si? nast?pny lub poprzedni kanal nalez^cy do 
aktualnie aldywnej grapy i sygnalem stemj^cym przel^cza si? odbiomik na odbior tego 
kanahi. 

Korzystnym jest, ze okresla si? typ gmp, ktore maj^ bye aktywowane, wybiera si? 
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A method of switching channels in a receiver, especially in a digital TV 

receiver 



The object of the invention is a method of switching channels in a TV receiver, 
especially a digital TV receiver, in which separate channels have subject groups, language 
groups or other groups assigned to them. 

There is a method of assigning numbers of logical channels to physical channels 
received by a decoder of digital TV, known from a description of Polish application of 
invention P-356982, hi this method, channels are assigned to language groups. Information 
about the assignment of a channel to a group is used only to set the numbering of logical 
channels. 

The method of servicing lists and sublists of channels, available in a multimedia vision 
decoder, is described in an American patent description US 6182287. In the method presented 
in this patent description, a change from one subject list to another one, requires selecting 
appropriate fimction from the menu. 

The method of switching channels in the TV receiver, especially in a digital TV 
receiver, in which groups are assigned to channels, according to the invention, is 
characterized in that the chaimel is manually chosen. By means of the control signal the TV 
receiver is switched to reception of the chosen channel, the previously active group is 
deactivated; the group assigned to the chosen channel is activated. Next, by means of a 
fimction switching to the next or previous channel, the next or the previous channel, which 
belongs to the currently active group, is searched, and by means of the control signal the TV 
receiver is switched to receive this channel. 

It is favorable that the type of groups, which are to be activated, is defined and that the 
channel is manually selected. 
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It is favorable that by means of the control signal the TV receiver is set to receive the selected 
channel, and next the previously active group is deactivated, and the group of a specific type, 
assigned to a specific channel, is activated. 

It is favorable that the channel is manually selected; a list of groups assigned to this 
chaimel is created, and from the list a group is selected, which is assigned to be activated. 

It is favorable that channels not assigned to any group are added to the group of 
channels, which belong to active groups. 

It is favorable that by means of the control signal simultaneously to a change to 
receive a specific channel, the name of the group, to which this charmel belongs, is displayed 
on the TV screen or monitor, 

A modification of the method of switching chaimels in a TV receiver, especially in a 
digital TV receiver, in which groups are assigned to channels, according to the invention, is 
characterized in that a list of active groups is defined. By means of the switching function the 
next or the previous channel is searched, which belongs to the list of active groups and by 
means of control signals the TV receiver is switched to this channel. 

In a favorable variant of the modification of the method, reception of the specific 
charmel is switched by means of the control signals and simultaneously the name of the 
group, to which this channel belongs, is displayed on the TV screen. 

Two methods of switching the channels in the TV receiver, according to the invention, 
contribute to simplification of servicing the activation of subject groups, language groups or 
other groups. In a comfortable way for the user, one or more groups, assigned to the chaimels 
in the TV receiver, can be set as active groups. The procedure of switching channels between 
the groups is easy, with a precisely defined subject range or language. Application of 
switching function P+/P- causes switching channels only within the framework of the active 
group, omitting channels, which do not belong to this group. Moreover, the presented method 
facilitates much the procedure of activating groups and switching between channels, which 
belong to the active group. 

The object of the invention, in the exemplary embodiments, is illustrated in a drav^i 
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in which fig, 1 shows a diagram of basic activities, by means of which channels are switched 
in TV receiver, fig. 2 - a diagram of activities in the procedure assigned to the system, in 
which only one group is assigned to each channel, fig. 3 - a diagram of activities in the 
procedure, servicing a single group with a defined type, fig. 4 - a diagram of activities in the 
procedure handling a single group with a changeable type, fig. 5 - a diagram of activities in 
the procedure handling a fixed collection of groups. 

If only one group is assigned to each channel, the procedure of switching channels is 
started from manual input of the number of a specific channel, appropriately to the 
requirements of the user. The TV receiver is switched to receive a selected channel by means 
of the control signal. A group assigned to this channel is read from the memory. This group is 
set as an active group. In this moment the group, which earlier was an active group, is 
deactivated and simultaneously the group, assigned to the selected channel, is activated. The 
use of function P+/P- switching to the next or previous channel causes that the control signal 
is sent, which is followed by searching for the next or the previous channel, belonging to the 
currently active group and next switching the TV receiver to reception of this chaimel (fig.2). 

The information stored in the memory about the active group can have a form of 

active_group = {sort} 

If the user selected the option of switching P+ (switching to the next channel), the 
procedure automatically reads the currently active group. Next, in the table of grouping 
channels, the next channel, which belongs to this group, is searched forward. In case the 
search procedure comes to the end of the list of grouping channels, it continues searching it 
forward from its beginning. After the right channel is found, the TV receiver is switched to 
reception. 

If the user has selected the option of switching function P- (switching to the previous 
channel), the procedure automatically reads the currently active group. Next, in the table of 
grouping channels, the previous channel, which belongs to this group, is searched back. If at 
searching it comes to the beginning of the table of grouping channels, it continues searching 
back from its end. After finding the appropriate channel, it switches the TV receiver to 
reception of this channel. 



The option of the procedure of switching channels in the TV receiver in the mode of a 
single group with a defined type can be used, if there is one or more groups assigned to one 
charmel. 
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Based on the options, defined in the TV receiver's menu, the type of groups to be active is 
defined, for example only the language group (fig. 3). After switching to the selected channel, 
the procedure automatically defines the type of groups, which are to be activated (which was 
earlier set in menu options). Next the group of this type, which is assigned to the selected 
channel, is read. This group is set as active, in the same time canceling activation of the so far 
active group. 

The option of the procedure of switching channels in the TV receiver in the mode of a 
single group with a changeable type is based on defining the group, which is to be set as 
active group. Selection of the right group is made on the basis of the list displayed on the TV 
screen or monitor, in which the names of separate groups are given. At choosing a new 
channel, by manual input of its number, it is checked if one or more groups are assigned to the 
channel. If one group is assigned to the channel, it is set as an active group by means of the 
signal of the switch. If more groups are assigned to the channel, from the list of groups, 
displayed on the screen, one group is selected, which is activated (fig. 4) 

A next variant of the method of switching channels in the TV receiver is characterized 
by switching within the range of a fixed collection of groups. It consists in that with the use of 
the switching function P+ZP- the content of the list of groups with various types can be set. 
For example, this list can be defined by means of a specific variable in the storage with the 
following content 

active_groups = {English, Polish, music, news, sports} 
With the use of the fimction of switching P+/P-, chaimels, to which neither of the set groups is 
assigned, are omitted. Selection of any channel can be made by means of manual input of its 
number (fig. 5). Manual selection of a channel causes a shift to the selected channel - still it 
does not change the settings of the active groups. 

Selection of the options of switching fimction P+ (switching to the next channe 
causes that a list of active groups is read. Next in the table of grouping channels, t 



channel is searched forward, which is subordinated to at least one of the groups, located on 
the list of active groups. In case the search procedure comes to the end of the list of grouping 
channels, it continues searching it forward from its beginning. After the searched channel is 
found, the receiver switches to the reception of this channel. 

/page 5/ 

Selection of the option of switching function P- (switching to the previous channel) 
causes that the list of active groups is read. Next, in the table of grouping channels, the 
previous channel is searched back, which is subordinated to at least one of the groups located 
on the list of active groups. In case the searching procedure comes to the beginning of the 
channel grouping list, it continues searching the channel back from its end. After the searched 
channel was found, the TV receiver is switched to reception of this channel. 

In the method, according to the invention, by means of the control signal, 
simultaneously to a switching to receive a selected channel, the name of group, to which this 
channel belongs, is displayed on the TV screen or monitor. 

Although the method of switching channels in the receiver was described in relation to 
the channels of digital television, it is also applicable in other systems, in which channels or 
services, assigned to groups, are handled, independently of the number of groups, their 
grouping by subject and chronology. For example, these may be receivers of analogue 
television or radio receivers or mobile phones with a liquid crystal display. 

The above mentioned detailed descriptions of separate activities, which enable to 
implement the method of switching channels in a TV receiver, according to the invention, 
should not be interpreted as limiting the inventive idea of the varieties of methods and for an 
expert in the field of switching channels in a TV receiver it is obvious that the described 
varieties of the methods can be subjected to many modifications, adjustments or equal 
implementations, which will not be too far from their technical character and will not lead to 
diminishing the technical effects, achieved by them. 
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Patent claims 

1 . The method of switching channels in a receiver, especially in a digital TV receiver, in 
which groups are assigned to channels, characterized in that the channel is manually 
chosen, a switching takes place to receive the selected channel, the previously active 
group is deactivated by means of the control signal, the group assigned to the selected 
channel is activated, and next with the use of the switching function, the next or 
previous channel is selected, and after this the next or the previous channel, which 
belongs to the currently active group, is searched and by means of control signal the 
receiver is set to receive this channel. 

2. A method, which according to claim 1, is characterized in that, the type of the groups, 
which are to be activated, is defined, a channel is manually selected, and next the 
earlier active group is deactivated and the group of a specific type, which is assigned 
to the given channel, is activated. 

3. A method, according to claim 1, characterized in that, the channel is manually 
selected; a list of groups is made, firom which the group assigned to be activated is 
selected in line with the current needs. 

4. A method, according to claim 1 or 2 or 3, characterized in that channels, not assigned 
to any group are added to the group of channels, which belong to active groups. 



5. A method, according to claim 1 or 2 or 3, characterized in that, by means of the 
control signal, simultaneously to a switching to receive the specific channel, the name 
of the group, to which this channel belongs, is displayed on the receiver's screen. 

6. A method of switching channels in a receiver, especially in a digital TV receiver, in 
which groups are assigned to channels, characterized in that, a list of active groups is 
defined, and by means of the switching function the next or the previous channel, 
belonging to the currently active group is selected, and by means of control signal the 
decoder is switched to this chaimel. 

7. A method, according to claim 6, characterized in that, channels, which are not 
assigned to any group are added to the groups of channels, belonging to active groups. 

8. A method, according to claim 6, characterized in that by means of control signal, 
simultaneously to a switching to receive the specific channel, the name of the group, 
to which this channel belongs is displayed on the receiver's screen. 
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